
 

1 Litre Pressure Pot Reservoir 
 

TS1251 pressure pot is designed to accommodate all solvent and epoxy fluids, as well as cyanoacrylates and UV's. 
Pot accommodates 6mm OD feed tubing with stainless steel compression fittings for a continuous fluid path from the 
reservoir inside the pot to the metering valve.  

Airtight seals ensure no leakage or air entrapment problems. For use with bottles of cyanoacrylate and anaerobic 
adhesives. 75 psi safety pressure easily handles fluid with viscosity up to 25,000 cps. Air port quick connect fitting 
and top ported outlet.  

Also accepts adhesive bottles 250gm and 500gm or 1lb. Black and silver anodised aluminium. Use with a regulated 
air supply. Includes: TSD800-6EL (regulator & pressure gauge, 1/8” elbow to 6mm push-fit), material tubing: 6mm 
natural PE (2m length) and 6mm black PE (2m length). 

Colour: - Silver/ Black 
Outer Size: - 6.25" W x 12.50" High (158.75mm x317.5mm) 
Inner Chamber: - 3.75" W x 9.63" High (95.25mm x 244.6mm) 
Weight: - 2.06kg  
Max Fluid Viscosity: - Liquids up to 25,000 CPS  
Max Pressure: - 75 psi  
Air Inlet: - 6mm Push Fit  
Material Outlet: - 6mm OD Metal Tube Connector  
Materials: - Aluminium body and 6-6 Nylon (top and base)  
Warranty: - 1 Year 
Commodity Code: 84678900 
Origin: United States 

Adhesive Dispensing Ltd provide a wide range of equipment options for dispensing almost all assembly  
fluids - from watery liquids, solvents, primers and activators through to thick pastes, sealants, silicones, gels and epoxies. 

www.adhesivedispensing.co.uk   sales@adhesivedispensing.com    +44 (0) 1908 686660 



 

Reasons to use our dispensing components 

Industrial grade - certified safe for use to 100 psi. Will not 
break when in use under pneumatic or mechanical pressure. 
Certified Silicone-Free. Our components will not contaminate 
fluids placed when in use including specialist adhesives. 
Burr-free. All blunt tips are electro-polished and produced to a 
high precision finish. 
Widest range - we stock millions of parts in many different 
styles and an extensive range of cartridges, nozzles, mixers. 
Fast lead times. Most products are held in stock and available 
within days not weeks. 
Boxed - most of our tips are supplied in sealed boxes for easy 
identification and protection against contamination. 
Batch codes - all labelled with batch codes for traceability. 
Expert support. We recommend our products to ensure our 
customers receive the right solution for their application. 
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Adhesive Dispensing Ltd 
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Bradwell Abbey, Milton Keynes 
Buckinghamshire, MK13 9HB, UK 

Tel. +44 (0) 1908 686660 
Fax. +44 (0) 1908 686836 

info@adhesivedispensers.co.uk 
https://www.adhesivedispensers.co.uk 

Visit our growing customer tech knowledge site for more product 
information, data sheets, videos and advice.  
https://www.adhesivedispensing.net/kb_results.asp 


